
Level measurement of different PVC shapes in silos

• Reliable production supply thanks to continuous level monitoring 
• Reliable measurement of extremely low tank levels
• No flushing systems necessary despite presence of products that are extremely adhesive and give off dust 

1. Background 
A company that manufactures and processes PVC stores a variety of PVC shapes in several slim silos 
reaching heights of more than 20 m. They supply their own as well as third-party production. In addition 
to PVC powder and PVC granulate, regenerated PVC extracted from old shredded products is also stored.

2. Measurement requirements 
To ensure a reliable supply for production, the level in the silos must be continuously measured. The 
atmosphere in the silos is extremely dusty and the PVC dust raised is very sticky. Level measurement 
was previously done using ultrasonic but this method often failed due to the great amount of dust; there 
is no compressed air supply installed on the tanks for the purpose of flushing the antenna. The customer 
was interested in non-contact measurement as an alternative. In an effort to find a suitable device, radar 
measuring devices from different manufacturers were installed as test units.

3. KROHNE solution 
KROHNE's OPTIWAVE 6300 radar level measurement device was recommended for continuous and non-
contact measurement. When it came to the antenna, a polypropylene drop antenna (specifically designed 
for solid applications), with a nominal size of DN 80 was used. The larger DN 150 drop antenna was used 
for the particularly minimally reflective PVC powder. Compared to the DN 80 antenna, it features an even 
greater signal dynamic.
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4. Nutzenbetrachtung  

Im	Vergleichstest	lieferten	die	OPTIWAVE	6300	eine	
zuverlässige	und	stabile	Messung	bei	allen	PVC-Formen,	
insbesondere	bei	niedrigen	Behälterfüllständen.	Bei	der	
Messung	von	Granulat	konnten	die	Geräte	aufgrund	der	
hohen	Signaldynamik	und	der	stärkeren	Fokussierung	
der	emittierten	Signale	ohne	Schwenkvorrichtungen	zur	
Antennenausrichtung	eingesetzt	werden.	Nur	bei	dem	sehr	
feinen	PVC-Staub	wurden	diese	Vorrichtungen	für	eine	
stabilere	Messung	eingesetzt.	

Obwohl	der	PVC-Staub	dauerhaft	an	der	Antenne	anhaftet,	
verhindert	die	geschlossene	Konstruktion	eine	Beeinfl	ussung	
der	Messung.	Aufgrund	der	großen	Abstrahlfl	äche	der	
Antenne	und	dem	geringen	DK-Wert	des	anhaftenden	
Produktes	kann	die	Radarwelle	problemlos	hindurch	messen.	
Eine	Spülung	oder	ein	spezieller	Staubschutz	ist	nicht	
erforderlich,	die	Antennen	sind	wartungsfrei.	Die	Geräte	
wurde	vorparametriert	geliefert;	bei	der	Inbetriebnahme	vor	
Ort	wurden	je	Gerät	nur	wenige	Parameter	wie	Silohöhe,	
Blockdistanz	oder	Schüttkegelform	eingegeben.	In	Summe	
ergab	sich	damit	für	den	Betreiber	ein	deutlicher	Kostenvorteil	hinsichtlich	des	Installations-	und	
Wartungsaufwands.

Mit	dieser	Lösung	kann	das	Unternehmen	jederzeit	den	Füllstand	in	den	Silos	überwachen.	Ein	
Leerlauf	und	damit	eine	Gefährdung	des	Produktionsablaufs	durch	Fehlmessungen	in	den	Behältern	ist	
ausgeschlossen.

5. Verwendetes Produkt

OPTIWAVE 6300 C 
•	 Radar-Füllstandmessgerät	für	Feststoffanwendungen	
•	 2-Leiter	FMCW	24…26	GHz	Radar
•	 Speziell	für	Feststoffmessung	entwickelt
•	 Kontinuierliche	berührungslose	Füllstandmessung
•	 Vorparametrierung	ab	Werk
•	 Einfache	Inbetriebnahme	durch	Abfrage	der	notwendigen	
Parameter	mit	Hilfe	des	Installation	Wizard

•	 Basisversion	mit	DN	80	Tropfenantenne	misst	
bis	zu	einer	Höhe	von	30	m

•	 Optional	mit	DN	150	Tropfenantenne	für	Messbereich	bis	80	m	
oder	sehr	schwach	refl	ektierende	Medien	lieferbar

APPLIKATIONS-BESCHREIBUNG

Kontakt 

KROHNE	Messtechnik	GmbH
Ludwig-Krohne-Str.	5
47058	Duisburg
Deutschland
Tel.:	 +49	(0)203	301	0
Fax:	 +49	(0)203	301	10	389	
info@krohne.de

Die	aktuelle	Liste	aller	KROHNE	Kontakte	und	Adressen	fi	nden	Sie	auf	unserer	Internetseite.

Zuverlässige Messung trotz Staubanhaftungen
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4. Customer benefits  
In the comparative test, the OPTIWAVE 6300 devices provided 
reliable and stable measurement for all PVC shapes, 
especially at low tank levels. When measuring granulate, the 
devices could be used without rotating mechanisms to align 
the antenna due to the high signal dynamic and increased 
focusing of the signals emitted. These mechanisms were only 
used for the extremely fine PVC dust to ensure more stable 
measurements. 

Even though the PVC dust sticks permanently to the antenna, 
the enclosed design prevents any negative impact on the 
measurement. Thanks to the antenna's large radiating surface 
and the low dielectric value of the product, the radar wave 
can easily measure through. No flushing or special dust 
protection is required, the antennas are maintenance-free. The 
devices come pre-configured; which amounts to a significant 
advantage for the operator in terms of installation and 
maintenance costs.

This solution allows the company to monitor the level in the 
silos at any time. It also eliminates any chance of running on 
empty and thus putting the production process at risk as a result of faulty measurements in the tanks.

5. Product used

OPTIWAVE 6300 C 
• Radar Level Meter for solid applications
• 2-wire FMCW 24...26 GHz radar
• Specifically designed for measuring solids
• Continuous non-contact level measurement
• Pre-configured ex works
• Simple start-up thanks to the installation wizard and its  

prompting for the necessary parameters
• Basic version with DN 80 drop antenna measures up to  

a height of 30m
• Also available with DN 150 drop antenna for a measuring range up to 

80 m or products with very low reflectivity

APPLICATION NOTE

Reliable measurements despite dust deposits

Contact 
Would you like further information about these or other applications?
Do you require technical advice for your application?
application@krohne.com

Please visit our website for a current list of all KROHNE contacts and addresses.


